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special worldwide Automotive Workshop Equipment

All tool trolleys without tools and accessories

Ne
w

Design Weight EAN-No.1 kg 4000896+

177-6 4 flat drawers and 2 big drawers 60 148578
177-7 6 flat drawers and 1 big drawer 62 148592

Tool Trolley i
®

177
Versatile
• Rectangular perforation of the side panels 

provides various fastening possibilities for accessories 
such as paper bin, cable drum etc.

• Strong plastic worktop resistant to solvent 
with 2 integrated storage wells

• Drawer partition system
• Both sides with innovative fastening panels,

e.g. for HAZET tool hooks of the article group 112 

Drawers
• 100% sliding-out
• 20 kg loading capacity per drawer,

by default, the drawers are equipped with 
one separation sheet each

• Ball-bearing rails
• Suitable for HAZET foam inserts and plastic drawer inserts
• Dimensions: w 527 x d 348 mm

Flat drawer: 80 mm panel height
High drawer: 165 mm panel height

Safety
• Central locking, with cylinder lock and 2 keys
• Individual drawer locking prevents unwanted drawer opening
• Recessed side panels protect accessories from damage,

being fastened within the trolley’s outer dimensions

Design
• Total loading capacity: 300 kg
• H 913 x W 778 x D 496 mm

100 % sliding-out

20 kg
loading 

capacity per
drawer

165
mm

80
mm

Handle firmly attached to the
trolley

� 100 mm

177-7
(with 7 drawers)

177-6
(with 6 drawers)
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Ingenious Tools

Workshop Equipment

Work bench and additional drawer without tools and accessories

Ne
w

Ne
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Design Weight EAN-No.1 kg 4000896+

179 W-5 2 flat drawers and 3 big drawers 110 145348
179 W-7 6 flat drawers and 1 big drawer 112 145331
179 W-21 Door, lockable 6.5 145485

Mobile Work Bench
Top equipment
• With 5 or 7 drawers and 1 separation sheet each

Three-level locking concept for more security
• Central locking, lockable with cylinder lock and 2 folding keys
• Individual drawer locking prevents unwanted drawer opening
• Mutual drawer locking for a minimum tilting risk 

(if necessary, the locking system can easily be deactivated)

Sturdy and with technical details
• All corners and edges are protected by 

rubber edge protection
• Wooden multilayer worktop (30 mm thick),

surface oiled according to environmental regulations
• Innovative side panels, e.g. for HAZET tool hooks,

article group 112

Drawers
• Possibility of drawer labelling (label-sheet inside)
• All drawers are equipped with telescopic rails and 

100% sliding-out
• Inner dimensions of the drawers:

w 527 mm x d 398 mm
• 179 W-5: 5 drawers 

(3 big drawers and 2 flat drawers with 
a loading capacity of 25 kg per drawer) 
and 2 boards in the side panel 
(top: 15 kg / bottom: 35 kg)

• 179 W-7: 7 drawers 
(1 big drawer and 6 flat drawers with 
a loading capacity of 25 kg per drawer) 
and 2 boards in the side panel 
(top: 15 kg / bottom: 35 kg)

Total loading capacity
• 750 kg (dynamic),

1000 kg (static = upright, on even surfaces)
• High-quality ball-bearing castors

Optional accessory
• 179 W-21: Door for right side of work bench,

lockable (with 2 folding keys)

H 970 x W 1150 x D 600 mm

Optional!
Lockable door

160
mm

75
mm

179 W-22 EAN-No. 4000896146567

Additional Drawer
For Mobile Work Bench 179 W (see above)

• Suitable for the right 
storage compartment

• Inner dimensions:
W 284 mm x H 79 mm x D 398 mm

179 W-23 EAN-No. 4000896150311

Additional Storage Shelf
For Mobile Work Bench 179 W (see above)

• Suitable for the right 
storage compartment

• Loading capacity: 15 kg

25 kg
Belastung
Schubfach

100 % sliding-out



4 www.hazet.com

special worldwide Automotive Diagnostics
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Set consisting of
1 Telescopic rod

Extension length: 300 up to 740 mm
(Overall length, incl. handle and mirror)

1 round mirror with ? of 30 mm
1 round mirror with ? of 50 mm
1 rectangular mirror 65 x 43 mm

“Torsion 360” – Cold Light Endoscope
“Torsion 360” – reduced moment of rotation allows 360° torsion 
around longitudinal axle without effort

• Outside diameter of 4.2 mm, e.g. for the diagnosis of 
modern diesel vehicles (visual check via glow plug shaft)

• 17,000 glass fibres provide perfect resolution 
• Included:

Endoscope 4811-2/2 consisting of:
– Endoscope
– Battery handle with 3 batteries (LR14)
– Eyepiece cup

Lens Adapter
For 58 mm � inside thread

• For photographs 
with a digital 
single lens reflex 
(for documentation 
purposes)

Application with 105 mm object 
lenses, focussing on �; camera
should be equipped with live-pre-
view technology

Torsion 
360°

EAN-No.1 4000896+
� 4811-4 144365
� 4811-5 144372

Pass. cars, comm. vehi-
cles, motorcycles, boats:

Application fields:
For expertises and the compilation of damage assessments at and in 
concealed areas such as:
Industry,
construction:

Useful length endoscope probe: 720 mm 
Aperture angle: 40°
Minimum bending radius: 30 mm
Temperature range: -20° + 55° C
Luminous source/bulb: 3.5 V
Light projector with: cable
Brightness at a distance of 16 mm: 15,000 lux
Work distance 5 mm up to infinity
Diameter: 4.2 mm

Aviation:

Axle wear Hollow spaces (e.g. hollow
shanks, sliding-roof, cavities)

Valves Cylinder wall,
piston head

Gear damages and 
wear marks

Accessories: 90° and 110° mirror with thread (Side View Adapter)

• The endoscope’s outer diameter (4.2 mm) does not increase
• Tight screwing for safe fastening (“unlosable”)
• Image angle 40°

Technical equipment / Elements of the device
Application fields, e.g.:

4811-2/2 EAN-No. 4000896144136

1977-2/4 EAN-No. 4000896150144

4811-6 EAN-No. 4000896150519

Nozzle Adjusting Tool
With integrated LED and magnetic head

• For adjusting the nozzles of the washing system
• The telescopic handle can be used to demonstrate 

the jet of the nozzles to the window
• Adjusting needle with protective cap
• With powerful magnetic head � 8 mm to pick up 

small parts such as screws etc.
• With LED for easy detection of parts in dark areas 

such as the engine compartment etc.
• With pocket-clip
• Telescopes from 183 up to 682 mm

4850-2 EAN-No. 4000896149544

min.
30

 m
m

min.
30

 m
m

�
4 mm

40°

90°

�

40°

110°

�

Telescopic Inspection Mirror Set
Telescopic rod, double hinge joint with tension spring

• Replaceable mirror (clear mirror glass) with 4 mm stainless steel threaded bar 
• Mirror won’t tarnish 

as polished “metal mirrors” do
• Mirror glass encased in rugged 

stainless steel
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Ingenious Tools

Pneumatic Tools

Angle Drill S X
For working in areas with difficult access

Orbital Sander A X
With dust collector

• Suction hose (1.8 m) and dust collector included
• Continuous speed regulation
• Low height and light composite housing 

facilitate easy and controlled working
• Stroke 5 mm
• Grinding disc, ? 150 mm, with 6 holes 

and hook and loop fastener
• Anti-slip handle
• Air consumption: 113 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 72 dB(A)
• Max. 10,000 1/min
• Weight: 850g
• Coupler plug, nominal size 7.2 included

• Quick change chuck, capacity 1–10 mm
• Forward and reverse
• Exhaust air is guided through the handle back-

wards
• Air consumption: 113 l/min
• Working pressure: 6.3 bar
• Sound pressure level: 95 dB(A)
• Max. 1200 1/min
• Weight: 1100 g
• Coupler plug, nominal size 7.2 included

• 360° head rotation
• Continuous speed regulation
• Automatic belt adjustment
• Locking device for quick belt changing
• Three abrasive belts included 330 x 10 mm

(grain size 80, 100, 120)
• Belt speed: 1,188 m / min
• Air consumption: 240 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 73 dB(A)
• Max. 18000 1/min
• Weight: 800g
• Coupler plug, nominal size 7.2 included

Angle Grinder S X
For grinding discs 125 x 22 mm

• Lateral handle to be used on left or right side
• Spindle locking
• Quick adjustment (without tools) of 

protection cover
• For grinding discs up to a thickness of 0.8–6 mm
• Air consumption: 113 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 89dB (A)
• Air inlet thread: 1⁄4”
• Spindle thread: M 14 x 2
• Max. 10,000 1/min
• Weight: 1900g
• Coupler plug, nominal 

size 7.2 included

Belt Sander S X
For narrow surfaces (belt width 10 mm)

Designation EAN-No.1 4000896+

9033-01 6 m PVC suction hose 145614
9033-010 Grinding disc d 150 mm 139378
9033-011 Grinding disc, 9 holes (15 holes per hole) 144280

d 150 mm with 5⁄16” threaded mount
9033-180/10 Abrasive pads, grain size 80 (10 pieces) 139330
9033-1100/10 Abrasive pads, grain size 100 (10 pieces) 139347
9033-1120/10 Abrasive pads, grain size 120 (10 pieces) 139354
9033-1150/10 Abrasive pads, grain size 150 (10 pieces) 139361

Spare Parts and Accessories for 9033-1

Designation EAN-No.1 4000896+

9033-480/10 Abrasive belts, grain size 80 (10 pieces) 139101
9033-4100/10 Abrasive belts, grain size 100 (10 pieces) 139118
9033-4120/10 Abrasive belts, grain size 120 (10 pieces) 139125

Accessories for 9033-4

9033-4 EAN-No. 4000896131815

9033-7 EAN-No. 4000896132386

9030-5 EAN-No. 4000896132379

9033-1 EAN-No. 4000896132348

New

Ne
w

9033-01
6m PVC 
suction hose
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special worldwide Automotive Pneumatic Tools
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Angle Grinder A X
Cut-off wheel 100 x 0.8 x 9.53 (3⁄8”) mm included. For working areas with
restricted access, suitable for cutting metal sheet and steel

• For cut-off wheels up to 100 x 1.0 x 10 mm
• Cold-insulated handle
• Low height for working areas with restricted access
• Reduced vibrations
• Air consumption: 113 l/min
• Working pressure: 6.2 bar
• Noise pressure level: 102.3 dB(A)
• Max. 16,000 1/min
• Weight: 1,800g
• Total length: 400 mm
• Coupler plug, nominal 

size 7.2 included

High-Quality Blind Rivet Gun 
(pneumatic / hydraulic)
With integrated mandrel collection system

• Professional riveting, suitable for continuous operation
• Possible rivet sizes: 3.2, 4.0, 4.8 mm
• Lightweight and shock resistant plastic housing
• Air consumption: 2 l / stroke
• Working pressure: 6.3 bar
• Sound pressure level:

75 dB(A)
• Tractive power: 10,700 N
• Weight: 1.6 kg
• Total length: 290 mm
• Coupler plug, nominal size 7.2 

included

• Quick adjustment
(without tools) of
protection cover
with pressure key

Designation EAN-No.1 4000896+

9034-018/5 Set with 5 Sabre Saw Blades, 18 teeth 139392
9034-024/5 Set with 5 Sabre Saw Blades, 24 teeth 139408
9034-032/5 Set with 5 Sabre Saw Blades, 32 teeth 139415

Accessories for 9034-1

Designation EAN-No.1 4000896+

9033-08/5 5 Cut-Off Wheels 100 x 0.8 x 9.53 (3⁄8”) mm 144310
For cutting thin-walled sheet steel / steel parts

Accessories for 9033-8

Sabre Saw S X
For one-hand operation

• Adjustable support frame,
also suitable for double-walled sheet steel

• Suitable for cutting small radii
• Cutting capacity: sheet steel 2.9 mm / aluminium

3.2 mm
• 3 saw blades included (total length 70 mm)
• Joint protects the air hose from kinking
• Air consumption: 170 l/min
• Working pressure: 6.3 bar
• Free speed: 9,500 strokes/min
• Weight: 600 g
• Total length: 215 mm
• Coupler plug, nominal size 7.2 included

9033-8 EAN-No. 4000896143771

9037-1 EAN-No. 4000896150175

Pneumatic-Hydraulic 
Blind Rivet Gun
For pop rivets

• Possible rivet sizes: 2.4, 3.2, 4.0, 4.8 mm
• With sturdy metal housing
• Air consumption: 1 l / stroke
• Working pressure: 6.3 bar
• Sound pressure level: 85 dB(A)
• Tractive power: 8,700 N
• Weight: 1.5 kg
• Total length: 270 mm
• Coupler plug, nominal size 7.2 included - 

with swivel joint for flexible operation

9037 SPC EAN-No. 4000896150168

9034-1 EAN-No. 4000896132362

9033-08/5
• According to 

CEN standard 12413 
and OSA directives

Available in

October 2008!
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Ingenious Tools

Pneumatic Tools

Needle Scaler S X
Pistol shape

• 19 pcs. needles ? 3mm for efficient rust removing
• 3,200 impacts/min
• Adjustable needle cover enables maximum utilisation of needles
• Two-piece housing design for easy maintenance
• Cold-insulated handle
• Air consumption: 170 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 97 dB(A)
• Weight: 2,600g
• Total length: 330 mm
• Dimensions: 330 x 45 x 205 mm
• Coupler plug, nominal size 

7.2 included

Designation EAN-No.1 4000896+

9035-050 19 Spare needles, � 3 mm 139385

Spare Part for 9035-5

Air Nibbler S X
Ideal for cutting small radii 
(min. 7 mm)

Air Shear S X
With heavy-duty cutting blade for maximum cutting capacity:
steel 1.2 mm / aluminium 1.6 mm

• Also suitable for outline cuts
• Speed regulation with pressure 

switch
• Twin bearing spindle reducing 

vibrations
• Cold insulated 

housing
• Cutting width:

4.5 mm
• Air consumption: 113 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 82 dB(A) 

Mini Oiler S X
For the automatic oiling of pneumatic tools

• Compact design – to be fixed directly to the tool
• Air inlet thread 1⁄4” – 

suitable for nearly all air tools
• Extension of the service life of 

your pneumatic tools
• Refillable
• Weight: 99 g

Air Ratchet for Bits 2
Low height for working areas with restricted access

• E bit holder, suitable for standard
screwdriver bits with F hexagon
(bits are not included in delivery)

• Forward and reverse
• Maximum torque: 47 Nm
• Continuous regulation
• Cold insulated handle
• Reduced vibrations

• Air consumption: 81 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 88 dB(A)
• Max. 200 1/min
• Weight: 500g
• Total length: 165 mm
• Coupler plug, nominal size 7.2 included

• Weight: 1100g
• Total length: 220 mm
• Coupler plug, nominal size 7.2 included

Designation EAN-No.1 4000896+

9036-01/4 Spare parts set 142552
(punch and die included)

Spare parts set for 9036-1

Designation EAN-No.1 4000896+

9036-05/9 Spare parts set 142569
(upper and lower cutter incl. screws)

Spare parts set for 9036-5

• Cutting capacity: steel 1.2 mm / 
aluminium 1.6 mm

• Also suitable for cutting plastic
• Continuous speed regulation
• Twin bearing spindle reducing vibrations
• Cutting width: 4.5 mm
• Cold-insulated handle
• Air consumption: 85 l/min
• Working pressure: 6.3 bar
• Noise pressure level: 82 dB(A)
• Max. 2600 1/min
• Weight: 1200 g
• Total length: 190 mm
• Coupler plug, nominal size 7.2 included

9035-5 EAN-No. 4000896132355

9036-1 EAN-No. 4000896131822

9021-4 EAN-No. 4000896143788

9036-5 EAN-No. 4000896132331

9070-1 EAN-No. 4000896129188

E 2

Double Function!
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special worldwide Automotive Measuring Tools

Marking Tool, 150 mm 
with Practical Clip
• For marking metal and other materials 

with smooth surfaces
• Hard metal for long-lasting use

Mechanical 
Dial Gauge
• Outside ring: � 40 mm
• Scale graduation: 0.01 mm
• Measuring range: 8 mm
• 1 needle rotation: 1 mm
• Clamping shaft: � 8 mm
• Rotary and lockable scale
• Target area can be limited 

by two needles

Length Width EAN-No.1 4000896+

2154 N-2 2 m 16 mm 143924
2154 N-3 3 m 16 mm 143931
2154 N-5 5 m 19 mm 143948

Precision Knife-Edge 
Straightedge
For inspecting the surface 
evenness (flatness) 
of e.g. cylinder heads

• DIN 874/00
• 75 mm or 150 mm long
• Stainless steel
• Measuring edge hardened
• Ground and lapped
• Anti-glare
• With insulated handle
• In artificial leather case

EAN-No.1 K 4000896+

2145-75 75 144402
2145-150 150 144297

Tape Measure
With belt clip

• Extra large tape reducing flexure
• Lockable with slide button with 

integrated slide control
• Special hook (end of blade) for exact 

interior and exterior measurements
• Shock-absorbing two-component 

plastic housing
• High quality spring guarantees that the blade 

is automatically pulled in
• Coated steel blade protects from 

corrosion and wear
• Double-sided graduation

Articulation

Prism support

Magnetic Dial Gauge Stand
Sturdy and robust construction

• Magnetic base with prism support 
(e.g. for shafts)

• On/Off switch for magnetic power
• Dial gauge holder for 4.5 mm and 8 mm shaft
• Suitable for mechanical and digital dial gauges 

(dial gauge shown in the picture is not included 
in delivery)

• Horizontal rod for fine adjustment 
and articulation

2150-1 EAN-No. 4000896144129

2155-60 EAN-No. 4000896144303

2155-65 EAN-No. 4000896144501
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Engine Timing

VW / AUDI / SEAT / SKODA 
Supplementary set for tool set 2588/19

9 pieces,
in soft foam insert

Petrol engines: 1.2 6V and 12V 
3-cyl. engines, VW Polo and Fox,
SKODA Fabia, SEAT Ibiza / Cordoba
1.4 – 1.6 FSI  engines: 
AUDI A3, SKODA Octavia, VW Polo, Golf, Touran, Caddy
Diesel engines:
4-cyl. pump-nozzle injection engines since 2005 
VW and VW group vehicles

Suitable for case 2588/19

At work

For transportation

3688-10

2588-19

2588-110

2588-14

2588-17
2588-16 2588-18

2588-15 (2 x)

Engine Timing Tools for the
Professional Engine Repair! Application DVD 

included in 
separate package

VW Lupo, Polo, Caddy, Golf, Bora,
New Beetle, Passat, Sharan, Touran
Diesel engines:
pump-nozzle injection 1.2 1.4 1.9 2.0 TDi
AUDI 80, A2, A3, A4, A6, Cabriolet (1995
up to 2000), SEAT Ibiza, Cordoba, León,
Toledo, Inca, Arosa, Alhambra, Altea
SKODA Felicia, Octavia (1993 up to 2005),
Fabia, VW Lupo, Polo, Caddy, Golf, Bora,
New Beetle, Passat, Sharan, Touran,
Transporter, 1.7 1.9 D / TD / SDi / TDi

Petrol engines:
1.4 1.6 1.8 1.8 T 2.0 16V
AUDI 80, A2, A3, S3, A4, A6, TT
SEAT Arosa, Ibiza, Cordoba, León, Toledo,
Inca, Alhambra (1997 up to 2006)
SKODA Fabia, Octavia (since 1996)

VW / AUDI / SEAT / SKODA 19 pieces,
in plastic case

VW/ AUDI / 
SEAT / SKODA
Crankshaft Fixing
Device
For 4-cyl. diesel / pump-nozzle injection
engines since 2005

• For fixing the oval crankshaft 
cogged-belt pulley during 
e.g. changing the cogged-belt 
or an engine reparation

• Engine repair on 4 valve 4 cyl. injection engines 
VW Lupo since 1999, Polo since 1995,
Caddy since 1996, Polo Classic, Variant 
since 1996, New Beetle 1.4 l since 1999,
Golf 1.4 l, 1.6 l since 1998,
Bora 1.4 l, 1.6 l since 1999,
SKODA Fabia and Octavia,
AUDI A2

• Special steel

Camshaft Locking Tool
For locking the camshaft sprockets when changing the timing belt

• For e.g.: AUDI A2, A3, A6, VW-Passat, Golf,
Bora, Beetle, Sharan, Lupo and Touran, SEAT
Alhambra, Arosa, SKODA Octavia, Fabia,
Superb, FORD Galaxy

• The use of this tool set ensures that the engine
timing is retained when changing timing belt or
when carrying out engine maintenance work

Contents:
Crankshaft Fixing Device 2588-1
Locking Plate 2588-2
Locking Pin 2588-3

Timing Belt Locking Tool 
For timing belt replacement, e.g. on
VW pump-nozzle injection engines since 1999 

3 pieces

2588-1 

2588-2 

2588-3 

2588-4 EAN-No. 4000896110391

2588/3 EAN-No. 4000896087761

2588-110 EAN-No. 40008961432832588/9 EAN-No. 4000896144181

2588/19 EAN-No. 4000896127771

• For timing belt changing and other engine repairs
• Detailed operating instructions including cross references to original part / tool numbers
• Single parts optionally available
• Well-arranged in high-quality plastic case 

with soft foam insert
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special worldwide Automotive Engine Timing

Ne
w

Ne
wBMW / LAND ROVER,

For BMW diesel engines
M41, M51, M47 – M 47 TU / T2, M57 / TU / T2:2.0l / 3.0l year 1998 – 2008

• Installation and removal of the camshaft / hydraulic chain tensioner
• Checking and adjustment of camshaft timing
BMW:
E36: 318tds / 318tds Compact year 1994-2000 / 325td / tds year 1991-99
E34/E39: 525td/ tds year 1991-03
E38: 725tds year 1991-03 M47 / M47TU /T2 / M57TU/T2
E87: 118d / 120d
E46: 318d / 318td Compact / 

320td Compact / 320d / 330d 
E39: 520d / 525d / 530d 
E60/E61: 525d / 530d / 535d
E63: 635d
E38/E65/E66: 730d
E83: X3, 2.0l d / 3.0l d
E53/E70: X5, 3.0l d
E90/E91: 316i, 316ti, 318ci, 318ti, 320i
E90/E91/E92/E93: 318i, 320i

Land Rover: 
Range Rover: 2.5 DT year 1994 – 2002 
Range Rover: 3.0 TD6 year 2002 – 2006
Freelander: 2.0 TD4 year 2002 – 2006

13 pieces,
in plastic case

BMW 
For BMW petrol engines: M40, M43 / 
with twin camshafts: M42, M44, M50, M52, M54, M56

• Installation, removal and timing of variable camshaft timing unit
• Checking and adjustment of camshaft timing / timing belt changing
BMW:
E36: 316i year 1993-99 / E46: 316i year 1999-04 / 316i Compact year 1994-01 (M43)
E36: 318i year 1993-99 (M43) 
E46: 318i year 1998-04 (M43)
E30: 318iS-16V, year 1989-91 (M42) 
E36: 318iS / Coupé year 1992-98 / 318ti Compact year 1994-98 (M42)

318iS / Coupé year 1996-99 / 318ti Compact year 1996-01 (M44)
320i year 1991-97 
320i year 1991-99 – Single Vanos (M52)

E36/E46: 320i year 1998-06 –Twin Vanos 
323i Compact year 1995-01 – 
Single Vanos

E46: 323i year 1998-01 – 
Twin Vanos (M52)

E36: 325i year 1991-97 / 
325i year 1991-97 – Single Vanos

E46: 325i Compact year 2000-06 – 
Twin Vanos

E38: 328i year 1995-99 – Single Vanos
E46: 328i year 1998-01 – Twin Vanos

330i year 2000-06 – Twin Vanos
E34: 518i year 1994-96 (M43)

520i year 1989-96
E43: 520i year 1989-96 – Single Vanos
E39: 520i year 1995-99 – Single Vanos

520i year 1998-03 – Twin  Vanos
E60/6 : year 2003-05 – Twin Vanos
E39: 523i year 1995-99 – Single Vanos

523i year 1998-01 – Twin Vanos

11 pieces,
in plastic case

2988/11 EAN-No. 4000896148721

2988/13 EAN-No. 4000896148714

E34: 525i year 1989-96
525i year 1989-96 – Single Vanos

E39: 525i year 2000-03 – Twin Vanos
E60/E61: 525i year 1903-05 – Twin Vanos
E39: 528i year 1996-00 – Single Vanos

528i year 1998-01 – Twin Vanos (M52)
530i year 2000-03 – Twin Vanos

E60/61: 530i year 2003-05 – Twin Vanos
E38: 728i year 1995-98 – Single Vanos

728i year 1998-02 – Twin Vanos
E65/E66: 730i year 2002-05 – Twin Vanos
E83: X3-2.5l year 2003-06 – Twin Vanos

X3-3.0l year 2003-06 – Twin Vanos
E53: X5-3.0l year 1999-05 – Twin Vanos (M54)

Z3-1.8i year 1996-99
1.9i year 1999-03 (M43/M44)
2.0i year 1999-03 – Twin Vanos (M52)
2.2i year 2000-03 – Twin Vanos (M52)
2.8i year 1997-99 – Single Vanos
2.8i year 2000-03 – Twin Vanos
3.0i year 2000-03 – Twin Vanos (M54)

E85: Z4-2.2l year 2003-06 – Twin Vanos
2.5l year 2003-06 – Twin Vanos
3.0l year 2003-06 – Twin Vanos

• Installation and removal of the camshaft / variable camshaft timing unit
• Checking and adjustment of camshaft timing
• Detailed operating instructions including cross references to original part / 

tool numbers
• Spare parts available as of 2009
• Clear arrangement in high-quality plastic case with soft foam insert 

Engine Timing Tools for the
Professional Engine Repair!

2988-18
2988-5

2988-16

2988-20

2988-14

2988-9

2988-6

2988-8

2988-37

2988-38 2988-3 2988-7 2988-4 2988-2
(2 pieces)

2988-5

2988-39

2988-1

2988-12

2988-13

2988-17

2988-11

2988-10

2988-15

Available in
October 2008!
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Ingenious Tools

Engine Timing

Ne
wBMW 

For BMW petrol engines N42, N46

25 pieces,
in plastic case

Complete Set 2988/25, consisting of 2988/7 and 2988/18
(Single sets see table below)
• Installation, removal and timing of variable camshaft timing unit / camshafts
• Checking and adjustment of camshaft timing
• Set consisting of 2 plastic cases
BMW:
E 87: 118i / 120i – N46 engine 
E 46: 316i / 316ti / 318i / 318ti – N42 engine
E 90 / E 91: 318i / 320i – N46 engine
E 85: Z4, 2.0l – N46 engine 

2988/25 EAN-No. 4000896149759

Designation EAN-No.1 4000896+

2988/7 Engine Timing Tool Set, 7 pieces 149735
2988/18 Engine Timing Tool Set, 18 pieces 149742

2988-34

2988-35

2988-36

2988-30

2988-28

2988-32

2988-31

2988-33 (8 pieces)

2988-27

2988-26

2988-21

2988-22

2988-25

2988-24

2988-23

2988-29 (3 pieces)

2988/25
2988/18 2988/7

2988/182988/7

Available inOctober 2008!



12 www.hazet.com

special worldwide Automotive Engine Timing

OPEL / VAUXHALL 19 pieces,
in plastic case

3088-4

3088-5

3088-3

3088-7

3088-16

3088-10

3088-15

3088-13

3088-14

3088-12

3088-8

3088-9 (2 x)

3088-11

3088-6 (2 x)

3088-17

3088-1

3088-2

Eco Tec petrol engines:
1.0 12V 1.2 16V (since 1997) and twin camshaft engines
1.4 1.6 1.8 2.0 2.2 16V (since 1995)
OPEL Agila, Astra, Corsa, Tigra, Vectra, Zafira, Omega, Frontera, Sintra, Signum, Meriva

Eco Tec diesel engines: 
1.3 CDTi 16V 1.9 CDTi 2.0 2.2 DTi
OPEL Agila, Astra, Corsa, Vectra, Tigra, Combo-C,
Zafira, Omega, Frontera, Sintra, Signum

Petrol engines:
Twin camshaft engines 1.2 1.4 1.6 1.8 16V
FIAT Brava / Bravo, Barchetta, Cargo,
Coupé, Marea, Palio / Weekend, Punto,
Multipla, Stilo, Idea, Doblo, Marea / Weekend

Diesel engines:
JTD-diesel engines 1.9 D / TD 1.9 JTD 2.4 TD / JTD
FIAT Brava / Bravo, Marea / Weekend, Palio / Weekend, Punto,
Multipla, Doblo, Ulysse, Ducato, Stilo, Cargo, Scudo

FORD 17 pieces,
in plastic case

Petrol engines:
Twin camshaft engines 
(Zetec / Duratec)
1.25 1.4 1.6 1.7 1.8 2.0 16V
FORD Fiesta, Escort, Focus,
Focus C-Max, Puma, Fusion, Mondeo,
Cougar (1998 up to 2001)
Diesel engines:
1.8 D / TD / TDCi / TDdi 2.0 / 
2,4 TDCi / TDdi / 1.4 / 1.6 TDCi
FORD Fiesta, Escort, Orion, Courier,
Focus, Focus C-Max, Mondeo 
(1988–2003), Fusion, Transit

FIAT 31 pieces,
in plastic case

3688-
81

3688-
82

3688-41

3688-5

3688-42

3688-13

3788-1

3788-
12

3688-
12

3788-8 3688-3

3688-10

3788-5

3688-6

3688-
91

3688-
92

3688-11 
(8 x) 3088-11

3688-1 (2 x)

3688-2 (2 x)

3688-
71

3688-
72

3088/19 EAN-No. 4000896127788

3488/17 EAN-No. 4000896127795

3688/31 EAN-No. 4000896127757

• For timing belt changing and other engine repairs
• Detailed operating instructions including cross references to original part / tool numbers
• Single parts optionally available
• Well-arranged in high-quality plastic case 

with soft foam insert

Engine Timing Tools for the
Professional Engine Repair! Application DVD 

included in 
separate package
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PSA CITROËN / PEUGEOT 37 pieces,
in plastic case

CITROËN AX, BX, ZX, XM, Saxo, Xsara, Xantia,
Synergie / Evasion, Berlingo, Dispatch /
Jumpy, C 15, Relay / Jumper, Synergie, C 5
(2000–2002), C 8

Petrol engines:
1.0 1.1 1.4 1.6 1.8 1.9 2.0 Turbo 
as well as twin camshaft engines
1.6 1.8 2.0 2.2 16V

PEUGEOT 106, 205, 206, 306, 307, 309, 405,
406, 407, 605, 806, 807, Expert, Partner, Boxer
(since 1986), 406 Coupé, 607
Diesel engines:
1.4 1.5 1.7 1.8 1.9 2.1 2.5 D / TD / TDi
and HDI diesel engines
1.4 1.6 2.0 2.2
CITROËN AX, ZX, XM, Visa, Xsara, Xantia,
Dispatch, Synergie / Evasion, Berlingo,
Dispatch, Jumpy, C 2, C 3, C 5, Relay / Jumper
PEUGEOT 106, 205, 206, 305, 306, 307, 309,
405, 406, 406 Coupé, 605, 607, 806, 807,
Express, Expert, Partner, Boxer (since 1986)

RENAULT 19 pieces,
in plastic case

Petrol engines:
Twin camshaft engines 1.2 1.4 1.6 1.8
2.0 16V 2.5 20V
RENAULT Clio, Twingo, R 19, Mégane, Scénic,
Laguna, Safrane, Espace, Express / Extra,
Rapid, Kangoo

3888-14

3888-15

3888-11

3888-13

3888-3

3888-4

3888-2

3888-1

3888-12

3888-8

3888-9

3888-10

3888-6

3888-5

3888-71
3888-7/5

3888-75
3888-74

3888-73 3888-72 Diesel engines:
1.9 D / TD / d Ti 2.2 D / TD 2.5 D 2.8 d Ti 1.5 d Ci 
1.9 d Ci 2.2 d Ci 2.5 d Ci
RENAULT Clio, Express / Extra, Mégane, Scénic, Laguna,
Espace, Safrane, Kangoo, Trafic, Master, Vel Satis,
R 5, R 19, Rapid

37
88

-1
8

37
88

-1
9

37
88

-1
0

37
88

-1
1

37
88

-3
0

37
88

-2
9

37
88

-3
1

37
88

-3
3

3788-4

3788-5

3788-6

3788-7

3788-9

3788-8 (3 x)

3788-24

3788-25 3788-26 (2 x) 3788-28 (2 x)

3788-21

3788-22

3788-23 3788-15

3788-13

3788-12

37
88

-1
7

37
88

-1
6

37
88

-3 3788-32

3788-20

3788-2

3788-1

3788-14

3788-27

3788/37 EAN-No. 4000896127740

3888/19 EAN-No. 4000896127733

4794/5 EAN-No. 4000896127764

Number Application EAN-No.1of pieces 4000896+

4641/4 4 VW, AUDI, SKODA, SEAT, PORSCHE, 103157
MERCEDES-BENZ, FORD, RENAULT, VOLVO etc.

4642/2 2 RENAULT Mégane, Scénic, Kangoo 103430
DACIA Logan 1.4 + 1.6 l

4642/2 4641/4

Universal Engine Timing 
Tool Set 
Universally applicable and adjustable – e.g. for timing belt changing

• For timing belt changing and other 
engine repair

• Suitable for single and twin camshaft 
petrol and diesel engines

• For locking the injection pump sprocket 
and retaining the camshaft timing

• The use of this locking tool ensures 
that the camshaft sprockets/injection 
pump sprockets are locked in their 
correct positions and crankshaft 
timing is retained during timing 
belt replacement or other 
engine repair

5 pieces,
in plastic case

l = 100 mm

l = 100 mm

l = 140 mm
P

XZN M 10

P
XZN M 10

N
T 50

P
XZN 
M 10

8

V-Ribbed Belt Tool
For working on the built-in or dismantled generator

• For installing and removing the V-(ribbed) belt pulley at the generator
• Control of the screwing
• The generator is locked with the respective screwdriver socket and 

the screwing of the belt pulley is operated with the adapter with 
internal serration respectively with the 6-point adapter
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Tool Set for Removing 
Car Glass A
Set of proven tools for removing glued car windows

• Suitable for all glued windscreens as well as for most side 
and rear windows

• 4-point cutting wire for fast and easy cutting of nearly all 
adhesive beads

• Sawing wire twisted of 3 brass-plated steel wire for very hard 
or large adhesive beads

• Robust wire starter made of spring steel with large T-handle 
to pierce the wire through the bead

• Counterholder with long shaft and stable M4-thread secures the 
cutting wire from inside

• Self-closing safety pull handles hold the cutting or sawing wire firmly

Contents:
2 Pull handles 4852-3
1 Counterholder 4852-4
1 Wire starter 4852-5
1 Roll of square cutting wire 4852-6
1 Roll of round cutting wire 4852-7

6 pieces

Designation EAN-No.1 4000896+

4852/6 Complete set (contents see above) 129447

Spare parts
4852-6 Roll of square cutting wire (22 m) 129485
4852-7 Roll of round cutting wire (22 m) 129492

Lever for Removing Tailgate Covers A
Especially suited for the tailgate coverings on VW Golf IV, AUDI A3, A6, A4
Avant, SEAT León as well as on identically constructed group vehicles

• Universal tool for removing / installing the not easily accessible 
fixing springs of inside coverings

• Length: 500 mm

Combination Lever A
For fast and easy removing of mouldings and door coverings

• Operation of plugs and plastic clips
• Removing of protective caps and covers
• Avoids damage of lacquered surfaces,

plastic and metal parts
• 270 x 22 mm

Injector Extractor J
For removing seized or stuck Common Rail injectors without having to disassemble the cylinder head,
e.g. on MERCEDES-BENZ CD engines 611, 612, 613, etc.

• Especially suited to the limited spaces due to the cylinder head cover

Contents:
1 Impact Extractor 4797-1
1 Injector Claw 4797-2

2 pieces External Adapter
With inside thread. In conjunction with
Impact Extractor 4797-1.

• Function: 
The External Adapter must be used when the
Injector Claw cannot be used, either because of
the vehicle type or because of the lack of space.
Note: An injector having been removed with
the External Adapter must be replaced!

4797-3 External Adapter

4797-1 Impact Extractor

4797-2 Injector Claw

799-7 EAN-No. 4000896129362

4797/2 EAN-No. 4000896121205 4797-3 EAN-No. 4000896121199

1965-21 EAN-No. 4000896087839
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Ne
w

Additional Cooling Adapters
In conjunction with 4800/7

• Threads are exactly adapted to the expansion tank opening
• With coupling nipple for connecting with quick coupling of cooling

pump 4800-1

EAN-No.1 4000896+

IVECO Euro-Star, Euro-Tech, Euro-Truck, MAN F90, F2000, MERCEDES BENZ
commercial vehicles Actros, Atego 1217 up to 1999, Eco 8401, SK1728
4800-20 144242
MAZDA 3, VOLVO C30, S40 since 2004, V50
4800-21 144259
CITROËN C1, DAIHATSU Cuore L201, L501, Move L601, MAZDA 121, Demino,
MITSUBISHI Grandis since 2004, L400, Pajero Pinin / Sport, Space-Gear, -Runner,
-Wagon, PEUGEOT 107 since 2006, ROVER 620si, 600, SUBARU B9 Tribeca,
Justy, SUZUKI Alto, TOYOTA Aygo since 2006, Celica, Corolla, Rav 4, Starlet, Yaris
4800-22 144266
DAIHATSU Standard, HONDA Accord, Civic, Legend, HYUNDAI, ISUZU, KIA,
MAZDA 323 up to 1994, 626 up to 2002, 6, MX5, Premacy since 2000, RX8,
MITSUBISHI Carisma, Eclipse, Galant, Lancer, Outlander, Pajero, Sigma,
Spacewagon D since 2003, NISSAN 350Z, Almera, Maxima, Micra up to 2004,
Navara, Patrol 2.8D, Primera P11+P12, Terrano since 1996, Terrano II, X-Trail,
TOYOTA AE 101, Avensis, Carina E, SUZUKI Baleno, Wagon-R, SUBARU Forester,
Impreza, Legacy, Outback, OPEL Agila 1.0+1.2l and SMART Forfour
4800-23 144273

Cooling System Tester 
For testing cooling systems

• By building up pressure with tester 
HAZET 4800-1, it is possible to 
test the cooling systems of 
various vehicle types

Contents:
1 Cooling Pump 4800-1 

with in-line quick coupling 
up to 2.5 bar

1 Intermediary Flexible Hose 
4800-2

5 Adapters for Radiator 
4800-4, -6, -12, -15, -17 
für AUDI A2, A3, A4, A6, A8, TT,
VW Passat, Golf 3, 4, 5, Lupo 
(since 1998), Vento (since 1997),
Jetta, EOS, Bora, T5, CITROËN C2,
C3, C4, C5, C6, C8, Jumper, Jumpy,
FIAT Tipo, Tempra, MERCEDES-BENZ 
Typ 202 / 203 (C-Class), 124 / 210 
(E-Class), 129 / 220 (S-Class), 251 
(R-Class), 164 (M-Class), NISSAN Micra,
OPEL Vectra C, Astra H, Zafira A, Meriva,
Signum, Corsa, PEUGEOT, RENAULT 
Safrane, Mégane, Laguna, Twingo, Trafic,
Master, SEAT Arosa, Córdoba, Ibiza 
(since 1999), Toledo (since 1998), Vario 
und León (up to 1998), SKODA Octavia 
(up to 1998), Fabia (since 1998), Roomster

7 pieces,
in plastic case

4800-20 4800-224800-21 4800-23

4800/7 EAN-No. 4000896132874

Vacuum-Type Cooling System Filler 
• Easy operation in conjunction with the single and universal adapters 

of the HAZET range of Cooling System Testers 4800
• Vacuum leakage test before refilling the cooling system 
• Quick, clean and efficient application
• Bubble-free refilling prevents air pockets in the cooling system 
• Easy application due to quick-release coupling
• Time-saving, no additional bleeding necessary
• Application possible on almost all types of vehicles
• Safety – tool prevents insufficient cooling system 

bleeding, cooling systems of customer vehicles 
are refilled perfectly

in plastic case

4801-1 EAN-No. 4000896148806

– For more adapters please refer to the HAZET Illustrated List –
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