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C U

Rim Wrench

C U

• For installing and removing wheel nuts/bolts on
commercial vehicles

• Extra long lever arm (max. length 1,430 mm) 
allows application of high forces 
(up to 1,200 Nm in extended position)

• 3 pieces – tool can be disassembled 
and allows space-saving storage in 
the storage or tool box

• 8-point extension for deeply located 
screwed connections

• For the operation of sockets of different 
sizes figuring in the 9 range, 
e.g. HAZET 1000 S

• The fitting accuracy of interior and 
exterior tube provides exact and safe
fit in every length

• Safety pin avoids unintentional loosening -
removing of safety pin with pin s 3 mm

• Special welding method provides force-fit
connection of inside square 9
and exterior tube

• Highly-tempered special steel, burnished

1 K o 4
772-1 1035 – 1430 4 123957

Screwdriver Socket

U

• Long style

• For inside hexagon screws

• j drive 12.5 = 1⁄2”
• With knurling

• Blades made of special steel

• DIN 7422

986 Lg-5 6 7 with offset blade

* = not according to DIN

1 M N F S 4
986 Lg- 8 42 80 24,6 8 047130
986 Lg-10 103 141 24,6 10 047086

• Extra long style

• For screws with internal serration XZN

• j drive 12.5 = 1⁄2”
• With knurling

• Blades made of special steel

• For cylinder head bolts on different car types, 
e.g. VW-AUDI, OPEL, TOYOTA

1 & M N F 4
990 S Lg-12 12 102 140 23 047376

h Screwdriver Socket

U C

• For the operation of inside TORX® screws,
e.g. on commercial vehicles and agricultural
machinery

• Application, e.g. at the front axle:
screws of the steering tie lever on commercial
vehicles MAN

• 1012-T 80 for M series
1012-T 100 for F series

• Blades made of special steel

1 M N r 4
1012-T 60 28 80 13,25 087488
1012-T 70 28 80 15,53 087495
1012-T 80 28 80 17,59 087501
1012-T 90 28 80 19,95 087518
1012-T 100 28 80 22,15 087525

Impact Socket (6-Point)

U C

• Long style,
e.g. for deeply located wheel nuts/bolts on
commercial vehicles

• For impact operation

• j drive 20 = 3⁄4”

1 K G H c 4
1004 S-24 400 44 38 25 055807
1004 S-27 400 44 42 28 055760
1004 S-30 400 44 46 29 055777
1004 S-32 400 44 48 33,5 055784
1004 S-33 400 44 50 33,5 055791
1004 S-36 400 44 53 35,5 055814

• Especially long style
e.g. for deeply located wheel nuts/bolts on
commercial vehicles

• For impact operation

• j drive 25 = 1”

1 K G H c 4
1104 S-32 270 51,5 54 32 002665

Ball Joint Puller

C U C

• For removing ball joint pivots
of steering tie rods, stabilizers, etc.

• Special steel

• Surface galvanized

ä = Span of the jaw

1 1 5 D 4
1779-37 39 62 78 136032

e.g. for commercial vehicles MAN, 
MERCEDES-BENZ, etc.

1779-55 55 77 80 136407

Universal Ball Joint Puller

C U C

• For removing the ball joint pivots
of pitman arms, steering tie rods, stabilizers, etc.
on almost all vehicle types

• Sturdy execution and deep location groove enabling
a safe and universal application
e.g. for light commercial vehicles

• Special steel

• Surface galvanized

ä = Span of the jaw

1 sb max mm. 1 4
1779-3 85 32 135998

U J  

• For removing the ball joint pivots
of pitman arms, steering tie rods, stabilizers, etc. 

• Sturdy execution and deep location groove 
enabling a safe and universal application

• Special steel

• Surface zinc-yellow passivated (free from Cr 6)

ä = Span of the jaw

1 sb max mm. 1 4
For heavy commercial vehicles

1790-3 85 40 145454

C U C &
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Ball Joint Puller

C U
&

• For the safe removing of 
ball joint pivots and 
ball joints

• Supported by 
hydraulic system

• Special steel

• Surface zinc yellow passivated 
(free from Cr 6)

1 U 1 4
• For passenger cars, vans, commercial vehicles

• Max. capacity 12 tons

1790-5 70 30 – 34 145461

• For commercial vehicles, busses and building
machinery

• Max. capacity 12 tons

1790-6 85 36 – 40 145478

Lockring Pliers

U

Lockring Pliers

M U

• For the application on commercial vehicles,
building and agricultural machinery

• Toothed rack for locking the respective
mounting or dismounting position

• Releasing of toothed rack by pressure lever

• Handles made of sheet steel

• Hardened and tempered threaded tips, replaceable

• Surface powder coated

1 K J % 4
Straight jaws for inside lockrings (bore holes)

1846 a-5 545 3,5 122 – 300 081271
1846 a-6 545 4,5 252 – 400 081295

U

• For the application on commercial vehicles, building
and agricultural machinery

• Toothed rack for locking the respective
mounting or dismounting position

• Releasing of toothed rack by pressure lever

• Handles made of sheet steel

• Replaceable tips, hardened and tempered

• Surface powder coated

1 K J & 4
Straight jaws for outside lockrings (shafts)

1846 c-5 538 3,5 122 – 300 081332
1846 c-6 538 4,5 252 – 400 081356

• For circlips in pressure plates/
thrust bearings of IVECO gears

• For Daily and Eurocargo

• Chrome-Vanadium

• Surface chrome-plated

1 K 4
1847-9 265 050086

Electronic Multifunction 
Tester

U H &

With LED display and integrated lighting
• Especially for workshops (motorcycles, 

passenger cars, commercial vehicles, boats)

• 12 – 24 V

• Cable length 6 m with integrated lighting

• Short circuit proof 7.5 A
• Application:

For testing electrical components, 
e.g. electrical fuel pumps, relays, 
lamps, window lift engines, etc. 

• Optimal lighting of inspection area
• Several acoustical signals
• Immediate checking of polarity due to 

LED-display red/green
• Detects bonding defaults

• Continuity test, e.g. relays, safety fuse, 
switches, wiring, etc.

• Self-testing funcion

1 K 4
2152-5 6000 144440

Grease Gun

U

• Capacity 500 cm3

• With reinforced hose, 
nozzle tube and 2 nozzles M 10 x 1

1 4
Light design, wall thickness 1.0 mm

2162-1 075027

Reinforced design, wall thickness 1.5 mm

2162-2 075034

Pry Bar

U

• For knocking bearings and bearing shells in and
out, installing and removing of springs, bolts,
toothed gears, etc.

• Special steel

• Surface bright nickel-plated

1 K 4
2165-1 400 013302
2165-2 400 013319
2165-3 400 013326

U

• For excessive and heavy use during repair work on
commercial vehicles, agricultural and building
machinery

• For levering out rotary shaft seal units

• For checking:
– cab bearings
– cardan shaft slackness
– bearing bushings
– ball-and-socket joints of the steering tie rod and

steering rod

• Square blade made of special steel for heavy use
passing through the handle

• Big, shock-resistant and ergonomic handles offer
comfortable grip and allow two-hand operation

1 Execution 4
2166-1 610 mm x 90° 089055
2166-2 910 mm x 45° 089062
2166-3 610 mm x 60° 089079
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Oil Filter Wrench

8

D

• For the operation of oil and fuel filters
• For MANN oil and fuel filters:

W 920, W 920/7, W 930, W 930/9, W 940, 
W 940/15, W 940/20, W 940/25, W 950, W 950/1,
W 950/5, W 962/2, W 962/7, W 962/14, W 1130/1,
WK 940/4, WK 950/4, WK 962/5, WP 931
and WP 962/3,
as well as KNECHT and MAHLE oil filters:
OC 51, OC 83 and OC 214

• j drive 12.5 = 1⁄2”
or outside hexagon 22 mm

• Forged design

• Chrome-Vanadium

• Surface chrome-plated

1 h t 4
2168 22 59 013333

8 D

8 D

• For the operation of oil filters
(KNECHT and MAHLE filters)
15-point Ä 92 mm
e.g. VW-AUDI Passat 1.9 TDi until 11/2000, 2.8 L
until 04/1999, CHRYSLER 300 M, PORSCHE,
OPEL, RENAULT, FORD Focus 1.8 Di since
08/1999, 1.8 TDi since 10/1998, Maverick 2.7 TD
until 1996, Mondeo 2.5 L until 2000, MITSUBISHI,
NISSAN, ALFA-ROMEO, HONDA, VOLVO etc. MAN
(commercial vehicles) F 2000

• j drive 12.5 = 1⁄2” or
outside hexagon 27 mm

1 h t 4
2169-1 27 102 013357

Oil Filter Wrench

U D
1 h t 4
• 15-point Ä 105 mm

For the operation of oil filters,
e.g. MANN filters on
– AUDI A 6 2.5 TDI until 1997
– FIAT Croma 2.5 D, 2.5 TD, 2.5 TDE. FIAT Ducato 

2.5 D, TDI and 2.8 D, idTD, JTD, TDi
– IVECO Daily II, III, IV
– MAN commercial vehicles of the series M with 

oil filters MAN T-No. 51-5501-760
– PEUGEOT Boxer II 2.2 HDI, 2.8 HDI
– RENAULT Master 2.5 D
– VW LT 28, 31, 35, 40, 45 with 2.4 D engine

2169-9 24 119 116690

For the operation of oil filters
j drive 12.5 = 1⁄2” or
outside hexagon 24 mm

1 h t 4
For the operation of plastic oil filter housings
18-point Ä 135 mm
on MAN commercial vehicles
of the series F 2000 and TGA

2169-5 24 148 100330
B

U D b

• For installing and removing the oil filter cap when
changing the filter element

• j drive 10 = 3⁄8”
• Forged design

• Chrome-Vanadium

• Surface chrome-plated

1 h t 4
6-point Ä 36 mm
e.g. for MERCEDES-BENZ 116 MB, 100 D
Transporter, Actros MP 1, MP 2, BMW M 52-6 cyl.:
3 Series since 09/1995, 5 Series since 11/1995, 
M 60-8 cyl.: 5, 7 and 8 Series, M 73-12 cyl.: 7
Series, 8 Series, 1 Series (E87): 118d, 120d, OPEL
Vectra B DI 16 V, Lupo 1.2 TDi, model year 1999,
VW Touareg TDi, VW T5 2.5 diesel
For MAN fuel filter e.g. TGA

2169-36 36 50 086566

Oil Filter Chain Wrench

U D 8 Q b

• For removing oil filters and for the operation of the
granulates cartridge on commercial vehicles with
compressed air dryers

• Even in areas with restricted access

• With chain

• j drive 12.5 = 1⁄2”
• Special steel

1 t 4
2171-8 50 – 150 013463

Cartridge Wrench

U R

• Design made by HAZET

• For loosening the granulates cartridge
on commercial vehicles with 
compressed air dryer,
e.g. on MERCEDES-BENZ and MAN

• Negative position of arms

• j drive 12.5 = 1⁄2”
• Special steel, forged design

• Surface burnished

MAN-No. 8099606-0307

1 x 4
2195 140     90 014101

5-Star Screwdriver Bit

U

1 4
Assortment with holder
• Bit holder with magnetic bit retention
• Practical and space-saving bit storage in the

handle

• 7 pieces

Contents:

2225-10 H   15 H   20 H   25 H   27 H   30 H
2262

2225/7 H 097333

Socket for the Reverse Gear
Switch

U C

• Socket for the operation of switches,
e.g. the reverse gear switch at the gear
or the axles e.g. on MERCEDES BENZ 
commercial vehicles of the SK series, 
Actros, MAN commercial vehicles

• 27 mm 8-point special profile
• Especially relieved

• j drive 12.5 = 1⁄2”
• Chrome-Vanadium

• Surface chrome-plated

1 K 4
2716-1 60 086405

C
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Socket for Spring Shackle
Screws

U C

• Impact Socket (12-Point)

• For the operation of the spring shackle screws 
on commercial vehicles MERCEDES-BENZ, Actros
series with pneumatic shock absorbers

• Suitable for impact wrenches
• Especially adapted for areas with restricted 

access – allows quick and safe working 
as well as the application of high forces

• 12-point

• Chrome-Vanadium special steel

1 K S 4
2717-27 112 27 086627

Screwdriver Socket for
Balance Wheel

aU G

• For screws with internal serration (XZN),
e.g. balance wheel and vibration shock on
engines of commercial vehicles,
500 series since 12/1995,
900 since 06/1996

• j drive 20 = 3⁄4”
with locking pin

1 & 4
2753 14 049929

Cylinder Head Wrench

U

• For cylinder head bolts on
M 401, 404, 407-409, 421-424, 427, 428, 444, 447

• j drive 12.5 = 1⁄2”

1 S K 4
2758-17 17 165 017614

Cylinder Head / 
Flywheel Socket

U G

Cylinder Head / Flywheel
Socket

U GImpact Socket (12-Point)

• Reinforced design for working 
on commercial vehicles

• Suitable for impact wrenches
• Chrome-Vanadium special steel

• Surface burnished

• j drive 20 = 3⁄4”

1 S 4
For cylinder head bolts on engines 400, 420

2759-17 17 050680

For flywheel on engine 300, 400

2759-19 19 050697

Valve Adjusting Wrench

U

• For valve adjustment
on engines M 615 (200 D, 220 D)
M 616 (240 D, 240 TD)

• In conjunction with HAZET 2769-3

• To be used in pairs

1 S K 4
2769 14 225 017782
2769-1 14 160 017799

• For valve adjustment

• Prevents rotation of the valve disk

• To be used in conjunction with 
HAZET 2769 or 2769-1

1 S K 4
2769-3 30 170 017805

Cylinder Head Socket

U G

Cylinder Head Socket

U G
1 K r 4
On MAN commercial vehicles M 2000 and MAN
busses with D 08 engines

2850-E 18 110 16,70 086412

On MAN commercial vehicles 
F 2000, F 90, F 8 and MAN busses 
with D 25 and D 28 engines

2850-E 20 110 18,45 079681

• h Impact Socket for the 
operation of cylinder head bolts

• Suitable for impact wrenches

• j drive 20 = 3⁄4”
• Reinforced design

• Chrome-Vanadium special steel

• Surface phosphatized

Pressure Line Screw Wrench

U

• Open Box-End Pipe Wrench for the screwed
connection at the hydraulic mains of the tilting
devices for cabs on MAN trucks

• Wrench profile is especially adapted for 
screwed connections

• Ä 14 with special profile

• Chrome-Vanadium

• Surface chrome-plated

1 S K 4
2852-1 14 130 100064

Cylinder Head Wrench

U

• For the operation of cylinder head bolts
without removing the injection nozzles and pipes
– e.g. during maintenance work –
on MAN commercial vehicles type 
F2000, F90, F8 and
MAN busses with D25 and D28 engines

• For outside TORX® screws E 20

• j drive 12.5 = 1⁄2”

1 K r 4
2858-E 20 164 18,45 085675

Oil Pressure Switch Tool

U G

• Open-End Insert Tool for the operation of the oil
pressure switch on MERCEDES-BENZ commercial
vehicles with 541-542 engines as well as on MAN
trucks of the series F and M

• Tool profile is especially adapted for 
the existing space

• Extra-slim style (8 mm) allows access between
engine block and switch and ensures an
appropriate operation of the switch

• Chrome-Vanadium

• Surface chrome-plated

1 S K 4
2870-24 24 52 103638B B

C

C
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Injection Line Socket

U ß

• Open 12-Point Socket for injection lines

• Chrome-Vanadium

• Surface chrome-plated

1 S K 4
j drive 12.5 = 1⁄2”,
on MERCEDES-BENZ 100, 130, 314,
360, 360h, 352A, 346/355, 401, 402,
403, 407h, 615, 616, 617

4550-1 17 120 021697

j drive 12.5 = 1⁄2”,
on MERCEDES-BENZ M 352, A, 346/355, A, 401,
402/422, LA, 403, 407h,
for the dip stick guide tube on M 314

4550-2 19 120 021734

ß U

• Open 12-Point Socket for the operation 
of screwed connections on injection lines 
on MAN commercial vehicles with D 20 
engines – Common Rail injection systems

• Short Style
• j drive 10 = 3⁄8”
• Chrome-Vanadium

• Surface chrome-plated

1 S K 4
4550-3 17 83 104307
4550-4 19 83 104291

Pressure Valve Holder Socket

U ß

• Multipoint socket for installing and removing the
pressure valve holder on the MRSF-ERE fuel
injection pump,
on MERCEDES-BENZ diesel passenger cars,
601, 602, 603, 605, 606, 615, 616, 617

• With 33 teeth

• j drive 12.5 = 1⁄2”
• Chrome-Vanadium

• Surface chrome-plated

1 S K 4
4556 17,9 x 20 55,5 021864

Pressure Nut Crown Wrench

Pressure Nut 
Crown Wrench

U ß

For the operation of the 
pressure nut at the nozzle holder

1 K 4
• For commercial vehicles MAN and 

MERCEDES-BENZ M 401/421, 
M 402/422, LA, A, M 403/423, M 470h

• j drive 12.5 = 1⁄2”
• Chrome-Vanadium

• Surface chrome-plated

4558 72 021888

• For commercial vehicles with EDC engines:
MERCEDES-BENZ and MAN

• With hole bored through for connecting cable

• 32 mm outside hexagon drive

• Chrome-Vanadium

• Surface chrome-plated

4558-1 120 050529

• For e.g. commercial vehicles 
MERCEDES-BENZ and MAN

• With retainer for fixation between pressure nut
and nozzle holder – avoids slipping down 

• 32 mm outside hexagon drive

• Special steel

• Surface phosphatized

4558-2 69 057344

Special Tool for Battery Plugs

U O

Special Tool for Battery Plugs

U O• For screwing battery plugs in and out

• Profile is expecially adapted for 
battery plugs

• Special length allows universal application
in areas with restricted access

• Ergonomic T-handle made of plastic

• Chrome-Vanadium

• Surface chrome-plated

1 / K 4
4650-3 14,5 x 1,7 95 102051

H

• For damage-free releasing plug-type connectors,
e.g. flat and round connectors

• Malfunctions due to loose contacts can be
remedied easily, quickly and professionally

• Universal application in the field of car electricity

• 2-coloured plastic handles

• With sliding caps protecting the blades from
damage and avoiding the risk of injury

• In plastic case with soft foam inserts –
missing tools are noticed immediately

1 4
Extension set 
for trucks / commercial vehicles
9 pieces

Contents:

4671-4 15 16
4672-19 21 22
4673-12
4674-9 10

4670-6/9 135776

Relay Pliers

bU H

• For safe installing and removing relays,
even small ones,
e.g. on OPEL, FORD, MAZDA, CHRYSLER,
NISSAN, VW passenger cars, MERCEDES-BENZ,
MAN, IVECO commercial vehicles

• Jaws made of special steel

• Pliers with solid plastic body

• DBGM – German registered utility model

1 K 4
4770-1 140 062409B

C
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Safety Spring Vice
Basic Appliance

U C

Tensioning Jaw

U

(Price per piece)
application – see classification to vehicles

1 4
For driver’s cabin MB Actros (MP-1)

4900-25 121670

U

(Price per piece)
application – see classification to vehicles

1 4
For driver’s cabin with steel springs MB-Actros (MP-1)

4900-26 121687

Calliper Gauge for Brake Drums

S U

Calliper Gauge for Brake Drums

S U• For the abrasion test at the drum brakes
of passenger cars and commercial vehicles
(follow vehicle manufacturer’s instructions)

• Scale and slide made of aluminium profile

• Jaws made of stainless steel, 150 mm long

• Inside measuring with immediate reading

• Vernier 1/20

• With fixing screw

• Measuring range up to 500 mm

• In wooden box

1 4
4955-1 073153

Calliper Gauge 
for Brake Discs

U R

• For measuring the thickness of the brake discs
(wear/abrasion of the brake disc)
Follow vehicle manufacturer’s instructions!

• With fixing screw and sliding vernier
(vernier 1⁄10)

• With crowned measuring surfaces

• In leather case

1 4
For commercial vehicles, measuring range 100 mm,
jaw length 115 mm

4956-2 073177

Torque Wrench 
SYSTEM 6000 CT

U

With reversible ratchet
• Release accuracy tolerance (in direction of

actuation): ±2 % of scale value according 
to DIN EN ISO 6789:2003 (D)

• With turning knob for additional locking of the
adusted torque value

• Square drive according to 
DIN 3120 A, ISO 1174-1 A

With serial number and certificate

1 o ! K 4
6143-1 CT 20 = 3⁄4” 100 – 400 803 025466
6144-1 CT 20 = 3⁄4” 200 – 500 1040 025541
6145-1 CT 20 = 3⁄4” 300 – 800 1280 025565

Mechanical Angle Dial

U S

• For tightening screws as a function
of the torsion angle

• To be used between all torque wrenches
with i drive 12.5 = 1⁄2” (resp. 20 = 3⁄4”) and tools
with j drive 12.5 = 1⁄2” (resp. 20 = 3⁄4”)

• With flexible magnetic holder 
for the fixing point

• Range 0 - 360°, graduation 1°, 95 mm ?

1 r 4
6690-1 20 = 3⁄4” 029273

Torque Multiplier

U S &

Improved, light style made of 
aluminium. Up to a 30% less 
weight than 
comparable steel version!
• For tight screwed connections
• Avoids the application of lever arms, impact tools,

etc., prevents screwed connections from damage

• External energy supply is not necessary

• Low maintenance

• High accuracy ± 5%

• For building and agricultural machines, commercial
vehicles, plant and engine construction and ship
building

• Transmission ratio:
6800 ALU Lg-1400 approx. 1:3.5

1 ! q o 4
Extra long pattern
e.g. for deeply located wheel bolts/nuts on
commercial vehicles

6800 ALU-Lg1400 1400 20 = 3⁄4” 25 = 1” 143580
B

C

• With location bar for machinist’s vice
• Proven safety

• Tempered cylindrical and guiding tube

• Forged and tempered tensioning jaws

• DBGM - German registered utility model

1 4
4900-2 A 077267
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Impact Wrench

U S T

• Ultra-light (2.6 kg) magnesium housing
lighter than comparable aluminium housings

• Powerful twin hammer mechanism
• 3 power settings in forward

• Screw size: M 16

• Recommended torque: up to 542 Nm

• Max. loosening torque: 1490 Nm

• Air consumption: 133 l/min

• Air inlet thread: 1⁄4”
• Working pressure: 6.3 bar

• Sound pressure level Lp A: 88 dB(A)

• Cold insulated handle

• Exhaust air is guided through the handle
downwards

• Reduced vibrations

• Forward and reverse

• Easy handling

• Coupler plug, nominal size 7.2 included

1 $ 1/min 5 4
9012 MG 740 7500 2600 109197

• Ultra-light (5.2 kg) magnesium housing
lighter than comparable aluminium housings

• Powerful twin hammer mechanism
• 3 power settings in forward

• Screw size: M 30

• Recommended torque: up to 1084 Nm

• Max. loosening torque: 1800 Nm

• Air consumption: 206 l/min

• Air inlet thread: 3⁄8”
• Working pressure: 6.3 bar

• Sound pressure level Lp A: 87 dB(A)

• Cold insulated handle

• Exhaust air is guided through the handle
downwards

• Reduced vibrations

• Forward and reverse

• Easy handling

• Coupler plug, nominal size 7.2 included

1 $ 1/min 5 4
9013 MG 1490 5500 5200 109210

U S  

Impact Wrench

U S

• Ultra-light (8.8 kg) magnesium housing
lighter than comparable aluminium housings

• Powerful twin hammer mechanism
• Multiple power settings in forward and reverse

• Screw size: M 32

• Recommended torque: up to 1355 Nm

• Max. loosening torque: 2600 Nm

• Air consumption: 300 l/min

• Air inlet thread: 1⁄2”
• Working pressure: 6.3 bar

• Sound pressure level Lp A: 111.4 dB(A)

• Cold insulated handle

• Exhaust air is guided downwards

1 $ 1/min 5 4
9014 MG 2160 4500 8800 109227

U S

• Ultra-light (9.9 kg) magnesium housing
lighter than comparable aluminium housings

• Long drive spindle (190 mm) – for the operation 
of deeply located screws

• Powerful twin hammer mechanism
• Multiple power settings in forward/reverse

• Screw size: M 32

• Recommended torque: up to 1355 Nm

• Max. loosening torque: 2600 Nm

• Air consumption: 300 l/min

• Air inlet thread: 1⁄2”
• Working pressure: 6.3 bar

• Sound pressure level Lp A: 111.4 dB(A)

• Cold-insulated handle

• Exhaust air is guided downwards

1 $ 1/min 5 4
9014 MG-Lg 2160 4500 9900 115853

Fuel-Line Pliers

ß b

• For the operation of quick release fasteners at
the fuel line and at the fuel tank aeration with
slight pressure
on OPEL Corsa B, Astra F, G, Vectra B, Omega B,
CHRYSLER Neon 1.8, Stratus 2.0 and 2.5,
RENAULT passenger cars since 1997

• Solid plastic body

• Chrome-Vanadium tips

• EP and German registered design

1 K 4
4501-1 155 058624

Screwdriver for
Injection Systems

ß

• For 3 mm inside hexagon screws

• For mixture control at the fuel distributor
of K-Jetronic injection systems
on VW-AUDI, MERCEDES-BENZ, PORSCHE 924,
FORD and BMW

• Extra long style, blade length 295 mm

• Chrome-Vanadium

• Surface chrome-plated, tips burnished

1 S N 4
4516 3 376 021222

Carburettor Screwdriver

ß

• For idle setting screws, 
mixture control of Pierburg carburettors:
BMW, FORD, OPEL, PEUGEOT, RENAULT,
MERCEDES-BENZ passenger cars,
butterfly valve setting on AUDI 80, 
VW-Passat 1.3-1.5 l

• Extra long style, blade length 296 mm

• For slotted screws

• Chrome-Vanadium

• Surface chrome-plated, tips burnished
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Fuel Supply A

Source: MAN




