
Product data sheet

9035 V/5   EAN-No. 4000896213368

5-pieces

Application:

Vibration applications on screw connections seized by rust

• Vibration chisel set

• Air requirement: 57 – 594 litres/minute

• Sound pressure level: 92 – 105 dB(A) Lp A

• Strike rate adjustable in 9 levels up to 2600 strikes/min

• Chisel collet: h 10 mm

• Shaft collet length: 73 mm

• Plastic case

• Air connection inlet: inside thread (IG) 12.91 mm (1/4″   )

• Coupler plug: Nominal size 7.2 (included)

• Working pressure (bar): 6.3

• Vibration acceleration: 18.00 m/s2

• Cold insulated handle

• Net weight: 2.5 kg

• Number of tools: 5

Handle Cold insulated handle

Order Number 9035 V/5

9035VH

9035VH-01

9035V-01

9035V-02

9035V-03

9035V-04

HAZET-WERK – Hermann Zerver GmbH & Co. KG ∙ } 10 04 61 ∙ 42804 Remscheid

; Güldenwerther Bahnhofstrasse 25 – 29 ∙ 42857 Remscheid ∙ GERMANY

https://www.hazet.de/kat_p_en/896213368
https://www.hazet.de/kat_p_en/896213368

