
Product data sheet

9070 N-2   EAN-No. 4000896277308

Application:

Automatic oiling for extending the service life on motorised pneumatic tools

• Flexible connection minimises the effects of drop damage for tools and oilers

• Quicker tool change thanks to air connection coupling and nipple included

• Refillable, filling capacity: 28 ml

• Max. air flow: 261 litres/minute

• Compressed air hose: 300 mm

• Especially suited for connections without own oil supply

• Including hose, compressed air coupling and nipple – ensures flexible use on various lines in the system and on various devices

• Compressed air coupling and air connection nipple enable quick looping into the line

• Compressed air coupling: Germany (standard) ∙ Austria ∙ Slovenia ∙ Hungary ∙ China ∙ India ∙ Portugal ∙ Poland ∙ Romania ∙ Turkey

NW 7.2 type Rectus

corresponds to HAZET nipple 9000-010/3

• Threaded insert in the filling nozzle

Order Number 9070 N-2

HAZET-WERK – Hermann Zerver GmbH & Co. KG ∙ } 10 04 61 ∙ 42804 Remscheid

; Güldenwerther Bahnhofstrasse 25 – 29 ∙ 42857 Remscheid ∙ GERMANY

https://www.hazet.de/kat_p_en/896277308
https://www.hazet.de/kat_p_en/896277308

